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STA. 19428 TO STA 28+78 MILL AS SHOWN AND OVERLAY WITH 2" §9.5D

NOTE: STA. 16+28 TO STA 19+28; STA. 28478 - STA. 31+78

TRANSITION FROM 115" MILLING TO 2" MILLING IN LANES 1, 2, INSIDE AND OUTSIDE SHOULDERS;

IN LANE 3 TRANSITION FROM 115" MILLING TO 0-2” MILLING'
IN LANE 4 TRANSITION FROM 135" MILLING TO 2- O" MILLING'

TYPICAL SECTION NO. 14
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NOTE: STA 0+00 STARTS AT NEW PAVEMENT JOINT WEST OF (SR1158) HUFFMAN MILL RD.
8 - 42’ _
. 4 - 32’ _14-10
= B 26' - 27’
R R _”""“@g_“‘“‘”‘g}“_““ 2L 18' - 19’
MILL 115"
REPLACE WITH
2" 89.5D
TYPICAL SECTION NO. 11 T
o TYPICAL SECTION NO. 13
) 0 - 38' | | 4'-10'
TYPICAL SECTION NO. 12
B 67.5'
) 9.5' 12’ 12’ 12’ 12’ 12’ _
Lane 1 Lane 2 Lane 3 Lane 4
— 2”7 MILLING 2" MILLING mta— 2.0 MILLING —»t«— 0-2" MILLING —»1=—2" MILLING —

4’
V1 MILLING BITUMINOUS PAVEMENT
1 14" DEPTH.
) MILLING BITUMINOUS PAVEMENT
2" DEPTH.
V3 MILLING BITUMINOUS PAVEMENT
3" DEPTH.
V4 | MILLING BITUMINOUS PAVEMENT
4 15" DEPTH.
V5 | MILLING BITUMINOUS PAVEMENT
- 1 15" DEPTH.
V6 MILLING BITUMINOUS PAVEMENT
0 - 2" DEPTH
V7 | MILLING BITUMINOUS PAVEMENT
1 ¥ - 2" DEPTH.
Ve MILLING BITUMINOUS PAVEMENT
- 4 15" DEPTH.
C1 | PROP. APPROX. 2 " ASPHALT. CONC. SURFACE couase TYPE $9.5D,
AT AN AVERAGE RATE OF 224 LBS. PER $0.
C2 | PROP. APPROX. 116" ASPHALT. CONC. SURFACE COURSE, TYPE $8.5D,
AT AN AVERAGE RATE OF 168 LBS. PER $Q. YD.
C3 | PROP. APPROX. 2 " ASPHALT. CONC. SURFAGE counse, TYPE §9.5C,
AT AN AVERAGE RATE OF 224 LBS. PER SQ.
C4 | PROP. APPROX. 115" ASPHALT. CONC. SURFACE COURSE, TYPE 8§9.5C,
AT AN AVERAGE RATE OF 168 LBS. PER 8Q. YD.
pi | PROP. APPROX. 3 " ASPHALT. CONC. INTERMEDIATE COURSE,
TYPE I19.0D, AT AN AVERAGE RATE OF 342 LBS. PER $Q. YD.
D2 PROP. APPROX. 3 " ASPHALT. CONC. INTERMEDIATE COURSE,
TYPE I19.0C, AT AN AVERAGE RATE OF 342 LBS. PER $Q. YD.
' D3 PROP. APPROX. 415" ASPHALT. CONC. INTERMEDIATE COURSE,
TYPE 119.0C, AT AN AVERAGE RATE OF 513 LBS. PER 8Q. YD.
E PROP. APPROX. 11 " ASPHALT. CONC. BASE COURSE, TYPE B25.0C, AT
AN AVERAGE RATE OF 627 LBS. PER 8Q. YD. IN EACH OF TWO LAYERS
R1 | EXPRESS GUTTER Ut EXISTING TRAVELWAY.
R2 | 2-8 CURB AND GUTTER U2 | EXISTING PAVED SHOULDER.
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